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DUCTING 
HOSES 

 

APPLICATIONS  
Ideal for low pressure air and fumes movement, 
suitable for; Air Duct Cleaning, Chemical Fume 
ExtracƟon, Clean Rooms, Flame Retardant, 
Flight SƟmulators, Food Grade, Furnace Duct, 
Cleaning, Meat Packing, Pet and Animal 
Grooming, PharmaceuƟcal, PolluƟon Control, 
PrinƟng, R.V Manufacturing, TexƟle Fiber 
CollecƟon, Welding Fume ExtracƟon. 
 
CONSTRUCTION 
Light weight blue or clear PVC hose reinforced 
with a spring steel wire helix.  
 
SIZES 
1‐1/4” ‐ 18” 
 
TEMPERATURE RANGE 
20°F to 160°F (‐6.6°C to 71°C) 

FEATURES 
 Excellent choice for venƟlaƟon, dust and fume 

removal 
 Great flexibility with Ɵght bending 

characterisƟcs 
 Good chemical and moisture resistance 
 Good compressibility 
 Blue is listed as ULV– 0 flame retardant 
 Clear is manufacture with FDA acceptable 

materials  
 
COLOURS 
Clear or Blue 
 
REMARKS 
 Other sizes and diameters available on request 

R2  PVC VenƟlaƟon and Light Dust Hose 

ACCESSORIES 

        

Bridge Clamps Screw Clamps Branches Connectors J Locks Latch Locks Pin Locks Reducers 

Cont.. 

Code No.  
I.D Ø  

Wall 
Thickness 

Bend 
Radius   

Comp. 
RaƟo 

Working 
Pressure  

NegaƟve 
Pressure 

Approx. 
Weight 

Standard 
Length 

(inch) (mm) (inch) (mm) (inch) (mm) (x:1) (psi) (bar) (psi) (bar) (lbs/Ō) (Ō) 

R2‐0125‐50 1.25 31.80 0.02 0.51 1.00 25.40 2:1 27.00 1.86 14.24 0.98 0.14 50.00 

R2‐0150‐50 1.50 38.10 0.02 0.51 1.42 36.10 2:1 25.00 1.72 14.24 0.98 0.17 50.00 

R2‐0175‐50 1.75 44.50 0.02 0.51 1.75 44.50 2:1 21.00 1.45 14.24 0.98 0.19 50.00 

R2‐0200‐50 2.00 50.80 0.02 0.51 2.08 52.80 2:1 19.00 1.31 14.24 0.98 0.22 50.00 

R2‐0225‐50 2.25 57.20 0.02 0.51 2.17 55.10 2:1 17.00 1.17 14.24 0.98 0.24 50.00 

R2‐0250‐50 2.50 69.90 0.02 0.51 2.25 57.20 3:1 14.00 0.97 9.33 0.64 0.24 50.00 

R2‐0300‐50 3.00 76.20 0.02 0.51 2.50 63.50 3:1 12.00 0.83 5.40 0.37 0.29 50.00 

R2‐0350‐50 3.50 88.90 0.02 0.51 2.90 73.70 3:1 8.50 0.59 4.91 0.34 0.34 50.00 

R2‐0400‐50 4.00 101.60 0.02 0.51 3.30 83.80 5:1 8.00 0.55 4.42 0.30 0.36 50.00 

R2‐0500‐50 5.00 127.00 0.02 0.51 3.86 98.00 5:1 6.50 0.45 2.31 0.16 0.45 50.00 

R2‐0600‐50 6.00 152.40 0.02 0.51 4.42 112.30 5:1 5.40 0.37 1.33 0.09 0.53 50.00 

R2‐0700‐50 7.00 177.80 0.02 0.51 5.42 137.70 6:1 3.90 0.27 1.38 0.09 0.56 50.00 

R2‐0800‐50 8.00 203.20 0.02 0.51 6.42 163.10 6:1 3.40 0.23 0.93 0.06 0.64 50.00 

R2‐1000‐50 10.00 254.00 0.02 0.51 7.21 183.10 6:1 2.70 0.19 0.49 0.03 0.80 50.00 

R2‐1200‐50 12.00 304.80 0.02 0.51 8.00 203.20 6:1 2.30 0.16 0.29 0.02 0.96 50.00 

R2‐1400‐25 14.00 355.60 0.02 0.51 9.00 228.60 6:1 2.00 0.14 0.20 0.01 1.11 25.00 

R2‐1600‐25 16.00 406.40 0.02 0.51 10.00 254.00 6:1 1.70 0.12 0.15 0.01 1.27 25.00 

R2‐1800‐25 18.00 457.20 0.02 0.51 11.00 279.40 6:1 1.40 0.10 0.08 0.01 1.65 25.00 
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Sold in standard length only. Other diameters and lengths available on request, please contact our sales office for pricing and minimums. 
Values indicated here are approximate figures based on  2’ straight lengths of hose at 20 °C. Data subject to change without noƟce. The 
proper use and maintenance of hoses is the sole responsibility of the purchaser and ulƟmate user of the product.  

R2  PVC VenƟlaƟon and Light Dust Hose 

ACCESSORIES 

        

Ts TransiƟons Ys      

APPLICATIONS  
Ideal for low pressure air and fumes movement, 
suitable for; Air Duct Cleaning, Chemical Fume 
ExtracƟon, Clean Rooms, Flame Retardant, 
Flight SƟmulators, Food Grade, Furnace Duct, 
Cleaning, Meat Packing, Pet and Animal 
Grooming, PharmaceuƟcal, PolluƟon Control, 
PrinƟng, R.V Manufacturing, TexƟle Fiber 
CollecƟon, Welding Fume ExtracƟon. 
 
CONSTRUCTION 
Light weight blue or clear PVC hose reinforced 
with a spring steel wire helix.  
 
SIZES 
1‐1/4” ‐ 18” 
 
TEMPERATURE RANGE 
20°F to 160°F (‐6.6°C to 71°C) 

FEATURES 
 Excellent choice for venƟlaƟon, dust and fume 

removal 
 Great flexibility with Ɵght bending 

characterisƟcs 
 Good chemical and moisture resistance 
 Good compressibility 
 Blue is listed as ULV– 0 flame retardant 
 Clear is manufacture with FDA acceptable 

materials  
 
COLOURS 
Clear or Blue 
 
REMARKS 
 Other sizes and diameters available on request 


