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APPLICATIONS
For dust control and light bulk 
material handling applications: 
Abrasion resistance; cotton 
pickers; dust collection; exhaust 
systems; fume exhaust; lawn & 
leaf collection; material handling; 
pharmaceutical; street & parking lot 
sweepers; ventilation; woodworking

FEATURES
Ultra smooth interior wall; assures

crush r
efficient airflow, very flexible;

esistant; spiral co-extruded 
engineered construction;

 wal
helix acts as a wearstrip;

l Thickness = .032” (4”), .035” 
(5” & above); OEM lengths & 
colors available

CONSTRUCTION
Medium weight PVC hose with a 
rigid external PVC helix

I.D. TOLERANCES
To 8 Inch: -0.00 to +0.125 Inch

COLOUR
Clear with black helix 

TEMPERATURE RANGE
20°F to 160°F

STD. LENGTH
12 & 25 feet

FLEX-TUBE PV
 
DUST/MATERIAL

I.D Ø Appro.
Weight

Compression Min. Centerline
Bend Radius

Max. Recommended
(-) Pressure

Max. Recommended
(+) Pressure

(inch) (mm) (lbs/ft) (ratio) (inch) (in/hg) (psi)

3 0.5 2:1 3.7 22 18

4 0.72 2:1 4 14 16

5 0.92 2:1 5.25 12 17

6 1.11

1.5

1.65

1.85

2:1 6.25

8

9.25

9.5

10 12

7

8

9

10

1.32 2:1

2:1

2:1

2:1

7 10

6

5

4

11

10

9

7

TECHNICAL DATA

* Technical data based on 2 ft. straight lengths of hose @ 72° F


